
 app_main()

 platformInit
 () 

 systemLaunch()
 systemTask()

 ledInit()

 wifiInit()
 udp_server_tx_task

 udp_server_rx_task

 systemInit()

 wifilinkInit()  wifilinkTask

 sysLoadInit()  timerHandler  getPreviousTaskData;

 debugInit()

 crtpInit()
 crtpTxTask

 crtpRxTask

 consoleInit()

 configblockInit()

 workerInit()

 adcInit()

 pmInit()  pmTask

 ledseqInit()

 buzzerInit();

 commInit()

 uartslkInit()

 radiolinkInit()  syslinkInit()  syslinkTask

 uartslkGetPacketBlocking(
 SyslinkPacket*)

 syslinkRouteIncommingPacket
 (SyslinkPacket*)

 crtpserviceInit()
 crtpRegisterPortCB(CRTP_PORT_LINK,
  crtpserviceHandler)

  platformserviceInit()

 crtpRegisterPortCB(CRTP_PORT_
 PLATFORM,
  platformserviceHandler)

 logInit()  logTask

 paramInit()
 paramTas
 k

 locSrvInit()
 crtpRegisterPortCB(CRTP_PORT_
 LOCALIZATION, locSrvCrtpCB)

 commanderInit()

 crtpCommanderInit()

 crtpInit()

 crtpRegisterPortCB(CRTP_PORT_SETPOINT,
  commanderCrtpCB)

 crtpRegisterPortCB(CRTP_PORT_SETPOINT_
 GENERIC, commanderCrtpCB)

 crtpCommanderHighLevelInit(
 )

 plan_init(&planner)

 crtpCommanderHighLevelTask

 estimatorKalmanTaskInit()  kalmanTask

 stabilizerInit(
 StateEstimatorType)

 sensorsInit();  sensorsTask

 stateEstimatorInit(
 StateEstimatorType)

 controllerInit(
 ControllerType)

 powerDistributionInit(
 void)  motorsInit

 sitAwInit()

 stabilizerTask

 test

 systemStart()


